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1
USER INTERFACE FOR AUTOMATIC
START-STOP SYSTEM AND METHOD OF
CONTROLLING THE SAME

TECHNICAL FIELD

The present application relates to a user interface for com-
municating information pertaining to the status of an auto-
matic start-stop system in an equipped vehicle.

BACKGROUND

Hybrid technologies may be grouped into “tull hybrid” and
“micro-hybrid technologies.” Full hybrid technologies may
contain a hybrid propulsion system that utilizes at least two
different sources of torque for propelling the vehicle. As one
non-limiting example, a hybrid propulsion system may com-
bine a conventional propulsion system that includes an inter-
nal combustion engine and a stepped-ratio change automatic
transmission with an electric propulsion system that includes
one or more electric motors and a rechargeable energy storage
device, such as a battery, that can power the electric motors or
store energy to improve fuel economy over the conventional
vehicle. A hybrid electric vehicle (HEV) typically provides
different powertrain operating modes with the engine running
or shutdown depending on the vehicle operating conditions,
battery conditions, and driver’s propulsion request. Hence,
one of the major functions that an HEV provides is the ability
to start or stop the engine during certain conditions. When the
engine is running, the electric portion of the propulsion sys-
tem may be used to assist the engine in providing the required
vehicle propulsion. During the conditions when the engine is
shutdown, the driver’s propulsion request can be provided
entirely by the electric motor, independent of the internal
combustion engine.

Micro-hybrid technologies may contain Integrated Starter
Generator (ISG) machines that are not capable of propelling
the vehicle but are capable of supporting a rapid start of the
engine as well as on/off operation of the engine while the
vehicle is stationary. Thus, using micro-hybrid technologies,
motor vehicles can be designed to employ certain aspects of
HEYV technology to reduce fuel consumption, but without use
of a hybrid drivetrain. In such vehicles, sometimes called
micro-hybrids, shutting down the engine during conditions
where the engine operates at idle speed is used to reduce fuel
consumption in a conventional powertrain that includes an
internal combustion engine and a stepped-ratio change auto-
matic transmission, but no electric machine for driving the
wheels.

In conventional ISG based micro-hybrids, the ISG may be
placed in series with the internal combustion engine and
transmission system. The ISG takes the place of the tradi-
tional engine starter as well as the traditional alternator/gen-
erator that generates electric power for accessories and bat-
tery storage. The ISG may allow the engine to go from zero
rpm to several hundred rpm in a fraction of a second, thus
providing seamless start-stop capability to the driver in addi-
tion to increased fuel economy and reduced emissions.

The primary condition that is checked by a micro-hybrid
powertrain control system before stopping the engine is that
the driver has applied the brakes and the vehicle is stopped
since the engine would typically be idling during these con-
ditions in a conventional vehicle. Once the driver releases the
brake pedal indicating a request for vehicle propulsion, the
powertrain control system will automatically restart the
engine.
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2
SUMMARY

One or more embodiments of the present application are
directed to a system including a controller and an interface in
communication with each other. The controller may be con-
figured to receive input indicative of vehicle propulsion con-
ditions and a presence of one or more auto-stop inhibitors.
The interface may be configured to output a message identi-
fying at least one of the inhibitors based on a priority scheme
when vehicle propulsion conditions for an auto-stop event are
satisfied.

The priority scheme may be at least partially based on
whether a driver has at least partial control over an inhibitor of
the one or more auto-stop inhibitors. The interface may
include a display having a selectable automatic start-stop
display screen that displays the message identifying the at
least one inhibitor. Further, the display may include an auto-
matic start-stop indicator that is displayed in one of a plurality
of'indicator states based on a status of an automatic start-stop
system.

The controller may be further configured to receive input
indicating a restart action is required to restart an engine and
the display is further configured to display a pop-up alert
conveying the required restart action. The pop-up alert may be
displayed on any one of a number of selectable information
display screens.

The controller may be configured to latch a current highest
priority inhibitor according to the priority scheme and the
display may display the message identifying the latched
inhibitor. Further, the latched inhibitor may remain latched
for as long as it is active despite a higher priority inhibitor
subsequently becoming active.

One or more additional embodiments of the present appli-
cation are directed to a method including a step for receiving
input indicating vehicle propulsion conditions for auto-stop-
ping an engine are satisfied and one or more auto-stop inhibi-
tors are present and a step for outputting a message corre-
sponding to at least one of the inhibitors based on an priority
scheme.

The step of outputting a message corresponding to at least
one of the inhibitors may include displaying the message on
a display based on a predetermined display priority scheme.
Moreover, the display priority scheme may be at least par-
tially based on whether a driver has at least partial control
over an inhibitor. Further, the message may be displayed on a
selectable automatic start-stop display screen.

Displaying the message on a display may include latching
a current highest priority inhibitor according to the display
priority scheme and displaying the message identifying the
latched inhibitor on the display. The latched inhibitor may
remain latched for as long as it is active despite a higher
priority inhibitor subsequently becoming active.

One or more additional embodiments of the present appli-
cation are directed to a method including steps for receiving
input indicating an engine is currently auto-stopped and an
engine restart is being requested, identifying a restart action
to restart the engine, and outputting a message corresponding
to the restart action.

The step of outputting a message corresponding to the
restart action may include displaying the message on a dis-
play. Moreover, the message may be a pop-up alert that is
displayed on one of a number of selectable information dis-
play screens. The message corresponding to the restart action
may include instructions to restart the engine manually.

Additionally, the engine restart request may be in response
to a request for vehicle propulsion. To this end, the message
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corresponding to the restart action may include instructions to
operate a pedal or select a particular gear before the engine is
automatically restarted.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a simplified, exemplary schematic representation
of a vehicle including an automatic start-stop system and a
user interface in accordance with one or more embodiments
of the present application;

FIGS. 2a-f depict exemplary views of a user interface dis-
play in accordance with one or more embodiments of the
present application; and

FIG. 3 is a simplified, exemplary flow diagram depicting a
method for conveying automatic stop-start system informa-
tion via the user interface in accordance with one or more
embodiments of the present application.

DETAILED DESCRIPTION

Asrequired, detailed embodiments of the present invention
are disclosed herein; however, it is to be understood that the
disclosed embodiments are merely exemplary of the inven-
tion that may be embodied in various and alternative forms.
The figures are not necessarily to scale; some features may be
exaggerated or minimized to show details of particular com-
ponents. Therefore, specific structural and functional details
disclosed herein are not to be interpreted as limiting, but
merely as a representative basis for teaching one skilled in the
art to variously employ the present invention.

FIG. 1 schematically illustrates a vehicle 10 including an
internal combustion engine 12 and an automatic transmission
14. Torque delivered from a crankshaft of the internal com-
bustion engine 12 is delivered through multiple-ratio gearing
of the transmission 14 to a driveshaft 16 and to a final drive
differential-and-axle assembly 18 for traction wheels 20. The
gearing for the transmission 14 may establish multiple torque
ratios under the control of a valve body 22. The ratios may be
established by engageable and disengageable clutches and
brakes in a conventional fashion. The transmission 14 may be
configured for a neutral state by disengaging a forward drive
clutch. A starter motor 24 under the control of a low-voltage
battery (not shown) can be used to start the engine 12 under
cold start conditions. The vehicle 10 may also include an
electronic throttle control 26 for the engine 12.

In addition, vehicle 10 may include an automatic start-stop
system that automatically shuts down and restarts the engine
12 to reduce the amount of time the engine spends idling,
thereby reducing fuel consumption and emissions. Automati-
cally shutting down the engine can be most advantageous for
vehicles which spend significant amounts of time waiting at
traffic lights or frequently come to a stop in traffic jams. While
the automatic start-stop feature is present in HEVs, automatic
start-stop systems may also appear in vehicles that lack a
hybrid electric powertrain, such as vehicle 10. The vehicle 10
may enter the auto-stop mode (i.e., the engine is auto-
stopped) when certain vehicle propulsion conditions are met,
such as when the driver has applied the brakes and the vehicle
speed is below a predetermined speed threshold. Once the
driver indicates a request for vehicle propulsion (e.g., by
releasing the brake pedal), a powertrain control module may
automatically restart the engine 12.

To this end, the engine 12 may be drivably connected to a
crankshaft pulley, which drives a belt-driven integrated
starter-generator 28 in one or more embodiments of the
present application. Although a belt-drive is disclosed, other
types of drives could be used to provide a driving connection
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4

between the engine 12 and the starter-generator 28. For
example, a flexible chain drive or a geared drive could be
used, depending on design choice. The starter-generator 28
may be electrically coupled to a voltage source, such as a
low-voltage battery 30 or a high-voltage battery 32. The high-
voltage battery 32 may be connected to the starter-generator
28 through a DC/AC inverter 34.

Since automobile accessories like air conditioners and
water pumps have typically been designed to run off a ser-
pentine belt on an engine, those systems need to be rede-
signed to function properly when the engine is turned off. In
full HEVs, an electric motor is typically used to power these
devices instead. In vehicle 10, hybrid vehicle accessories,
such as an air conditioning compressor 36, a fuel pump 38 and
a power steering pump 40, may be electrically powered by
low-voltage battery 30. The voltage sources may be separated
by a DC/DC converter 42, which may adjust, or “step down”
the voltage level to allow the high-voltage battery 32 to charge
the low-voltage battery 30.

A vehicle control system, shown generally as a vehicle
controller 44, may be provided to control various components
and subsystems of the vehicle 10, including the automatic
start-stop system. Although it is shown as a single controller,
the vehicle controller 44 may include multiple controllers that
may be used to control multiple vehicle systems. For
example, the vehicle controller 44 may be a vehicle system
controller/powertrain control module (VSC/PCM). In this
regard, the PCM portion of the VSC/PCM may be software
embedded within the VSC/PCM, or it can be a separate hard-
ware device. The vehicle controller 44 may generally include
any number of microprocessors, ASICs, ICs, memory (e.g.,
FLASH, ROM, RAM, EPROM and/or EEPROM) and soft-
ware code to co-act with one another to perform a series of
operations. The vehicle controller 44 may communicate with
other controllers over a hardline vehicle connection using a
common bus protocol (e.g., CAN). For example, the vehicle
controller 44 may communicate with a transmission control
unit (TCU) 46 and a battery control module (BCM) 48, which
is electrically coupled to the high-voltage battery 32. Some or
all of these various controllers can make up a control system,
which, for reference purposes, may be the vehicle controller
44.

Although illustrated and described in the context of the
vehicle 10, which is a micro-hybrid vehicle, it is understood
that embodiments of the present application may be imple-
mented on other types of vehicles having different powertrain
topologies, such as full hybrid electric vehicles. Moreover,
even though vehicle 10 is depicted with an automatic trans-
mission, one or more embodiments of the present application
may also be employed in vehicles having manual transmis-
sions.

In addition to the foregoing, the vehicle 10 may include a
user interface 50 to facilitate communications with a driver.
The user interface may communicate with the vehicle con-
troller 44 and may provide relevant vehicle content to the
driver. The vehicle controller 44 may be configured to receive
input signals that are indicative of current operating and/or
environmental conditions of the vehicle 10, including signals
relevant to the operation of the automatic start-stop system.
For instance, the vehicle controller may receive input signals
from the TCU 46 and the BCM 48, as well as a gear selector
(PRNDL) 52, an accelerator pedal position sensor (APPS) 54,
a brake pedal position sensor (BPPS) 56, a climate control
module 58, an ignition switch (IGN) 60, and an automatic
start-stop switch 62, or the like. The automatic start-stop
switch 62 can allow the driver to manually deactivate the
automatic start-stop system, thereby preventing engine auto-
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stops at the driver’s request. The vehicle controller 44 may
provide output to the user interface 50 such that the user
interface 50 conveys vehicle operating information, such as
information relating to the operation of the automatic start-
stop system, to the driver. As will be described below, the user
interface 50 may communicate relevant vehicle information
to a driver visually through a display 64 and/or audibly via a
speaker 66.

Referring generally to FIGS. 2a-f, the user interface 50 is
shown in greater detail in accordance with one or more
embodiments of the present application. As seen therein, the
user interface 50 may include at least one display 64 and
associated circuitry, including hardware and/or software,
necessary to communicate with the vehicle controller 44 and
operate the display 64. The display 64 may be generally used
to convey relevant vehicle content to a driver of the vehicle 10
including, for example, information relating to the operation
of the vehicle 10 and/or the status of the automatic stop-start
system. The display 64 may be disposed within a dashboard
(not shown) of the vehicle 10, such as in an instrument panel
or center console area. Moreover, the display 64 may be part
of another user interface system, such as a navigation system,
ormay be part of a dedicated information display system. The
display 64 may be a liquid crystal display (LCD), a plasma
display, an organic light emitting display (OLED), or any
other suitable display. The display 64 may include a touch
screen for receiving driver input associated with selected
areas of the display 64. The user interface or display may also
include one or more buttons (not shown), such as hard keys or
soft keys, for effectuating driver input. Other operator inputs
known to one of ordinary skill in the art may also be employed
without departing from the scope of the present application.
Additionally, the user interface 50 may also include a speaker
66 (FIG. 1) for outputting information audibly.

A vehicle equipped with automatic start-stop system, such
as vehicle 10, often includes many electrical loads and other
vehicle subsystems that may prevent the vehicle from enter-
ing the auto-stop mode or, while in the auto-stop mode, may
require the engine 12 to restart sooner than anticipated. As
used herein, items, events or conditions that prevent the
vehicle 10 from entering the auto-stop mode may be referred
to as auto-stop inhibitors. Items, events or conditions that
cause the engine 12 to restart may be referred to herein as
restart requestors. Restart requestors may be driver-induced
or system-induced. Driver-induced restart requestors may
refer to events in which the driver requests engine power
directly in order to propel the vehicle 10. On the other hand,
system-induced restart requestors may refer to items, events
or conditions that cause the engine 12 to restart sooner than
expected (e.g., before a driver request for vehicle propulsion).
System-induced restarts may be indirectly influenced by
driver actions. For reference purposes, auto-stop inhibitors
and system-induced restart requestors may be collectively
referred to herein simply as inhibitors.

There can be several reasons why inhibitors prevent the
vehicle 10 from entering or remaining in the auto-stop mode,
such as maintaining minimum battery energy sufficient to
auto-start the engine 12 or keeping the battery state of charge
(SOC) and state of health (SOH) at robust levels for proper
maintenance and longevity. Thus, when the cumulative effect
of vehicle electrical loads becomes excessive or exceeds an
electrical load threshold, an engine auto-stop may be pre-
vented or discontinued. Examples of electrical loads that may
impact the status of the automatic start-stop system may
include auxiliary lighting, window defrost, wipers, climate
control, heated (or cooled) seats, heated steering wheel, aux-
iliary power (e.g., plugged-in device), and the like. Certain
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electrical loads may have a greater impact on the status of the
automatic start-stop system than others. Moreover, certain
electrical loads, when introduced, may be independently suf-
ficient to inhibit the auto-stop mode on their own. Addition-
ally, certain vehicle operating modes or states may prevent the
engine from auto-stopping. For example, four-wheel drive,
trailer towing, automatic curb-side parking, various other
vehicle maneuvering modes, and the like may inhibit an auto-
stop. Auto-stops may also be inhibited due to gear selection,
or because a vehicle door is ajar or the driver’s seat belt is
unlatched. Furthermore, certain environmental conditions
may also preclude auto-stopping, such as the outside ambient
temperature or the engine temperature. Finally, the automatic
start-stop system may be manually deactivated by the driver
via the automatic start-stop switch preventing engine auto-
stops at the driver’s request.

Vehicle divers may be unaware of the impact of the afore-
mentioned electrical loads and/or vehicle operating modes on
the automatic start-stop system. Indeed, drivers may operate
electrical loads at higher power demands (e.g., wipers ON vs.
intermittent, max A/C cooling, etc.) or forget they are even on.
However, the presence of these inhibitors can lead to reduced
fuel economy and increased emissions.

According to one or more embodiments of the present
application, the user interface 50 may be used to convey
information concerning the operation and status of the auto-
matic start-stop system of vehicle 10. This information may
be communicated in the form of on-demand messages, pop-
up alerts, tell-tales, or the like. In particular, the user interface
50 may communicate messages indicating what is preventing
the engine 12 from auto-stopping or what has caused the
engine 12 to restart during an auto-stop event. The user inter-
face 50 may communicate these inhibitors visually or audi-
bly.

Referring to FIGS. 2a-f, the display 64 may include an
automatic start-stop indicator 68. The automatic start-stop
indicator 68 may be a tell-tale reflecting the status of the
automatic start-stop system. Accordingly, the automatic start-
stop indicator 68 may be displayed on display 64 in one of'a
number of states. For instance, a first indicator state may
indicate that the automatic start-stop system is active and the
engine 12 is currently auto-stopped, as depicted in FIG. 2a.
As an example, the automatic start-stop indicator 68 may be
displayed or otherwise illuminated in a solid green or blue
color when in the first indicator state. A second indicator state
may indicate that the automatic start-stop system is active and
functional, but one or more inhibitors are present preventing
the engine 12 from being auto-stopped. As one example, the
automatic start-stop indicator 68 may be shown in grey when
in the second indicator state. Additionally or alternatively, the
automatic start-stop indicator 68 may be displayed with one
or more lines passing through it to give it the appearance of
being “struck out” when in the second indicator state, as
depicted in FIG. 264.

The automatic start-stop indicator 68 may also be dis-
played in a third indicator state to alert the driver that some
driver action may be required, such as pressing the brake or
accelerator pedal to confirm driver presence. The third indi-
cator state may be displayed may also be displayed when the
engine 12 is stopped, but an automatic restart is not available.
Thus, the engine 12 can only be restarted manually. A manual
engine restart may be required when a system or operational
fault occurs, for example, when the battery SOC cannot sup-
port an automatic restart using the integrated starter-generator
28 or the driver fails to press a pedal to confirm driver pres-
ence in a predetermined amount of time. As an example, this
third indicator state may be exhibited by displaying the auto-
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matic start-stop indicator 68 in an amber color. Moreover, the
automatic start-stop indicator 68 may be flashed on and off
when in the third indicator state in order to alert the driver that
some driver action may be required. As will be described in
greater detail below, an additional alert may accompany the
automatic start-stop indicator 68 when it is in the third indi-
cator state to help convey to the driver that a manual restart of
the engine 12 is required for continued vehicle operation
(e.g., see FIG. 2¢). The automatic start-stop indicator 68 may
also include a fourth indicator state. In the fourth indicator
state, the automatic start-stop indicator 68 may not be dis-
played at all, such as when the engine 12 is on due to normal
vehicle operation (e.g., see FIG. 24d).

The display 64 may also include an automatic start-stop
display screen 70. The start-stop display screen 70 may be one
of'several display screens for displaying relevant vehicle con-
tent to a driver on demand. For example, a driver may select
the start-stop display screen 70 from a menu of various infor-
mation display screens. Upon selection, the start-stop display
screen 70 may be displayed on the display 64. The start-stop
display screen 70 may include one or more gauges common to
several information display screens. For example, the display
64 may include a fuel gauge 72, a tachometer 74, or the like
that is displayed on the start-stop display screen 70 as well as
other selectable information display screens. Further, the
start-stop display screen 70 may include a message region 76
for displaying messages 78 concerning the automatic start-
stop system. The messages 78 may contain information
regarding the automatic start-stop system beyond just system
status in order to help drivers increase the time spent in
auto-stop mode, thereby improving fuel economy. In particu-
lar, the messages 78 may indicate which inhibitors are cur-
rently preventing the engine 12 from being auto-stopped. For
instance, when the vehicle propulsion conditions for an auto-
stop are otherwise met, at least one active inhibitor may be
displayed in the message region 76 of the start-stop display
screen 70 (e.g., see FIG. 2b). Thus, the driver may be
informed of at least one corresponding reason as to why the
engine 12 is not auto-stopped.

The inhibitors may be displayed according to a display
priority scheme, with higher priority inhibitors being selected
for display over lower priority inhibitors for display purposes.
Therefore, if multiple inhibitors are currently preventing the
engine 12 from auto-stopping, less than all of these inhibitors
may be conveyed to the driver. According to one or more
embodiments of the present application, the display 64 may
display the single highest priority inhibitor currently prevent-
ing the automatic start-stop system from auto-stopping the
engine 12. Since multiple auto-stop inhibitors may be simul-
taneously active at a given moment in time, the display pri-
ority scheme may be used to determine which of these active
inhibitors to convey to the driver. The display priority scheme
may be a predetermined, calibratable priority scheme in
which all the potential inhibitors are assigned a display pri-
ority. The controller 44 may then determine which inhibitors
are active and display a message 78 identitying the highest
priority active inhibitor in the message region 76.

Several factors may be considered in determining the cali-
bratable display priority scheme. Prior to assigning each
inhibitor a priority, the inhibitors may be grouped into cat-
egories. For example, the inhibitors may be characterized as
either hard inhibitors or soft inhibitors. Hard inhibitors may
refer to active inhibitors in which the driver has no direct
control over, such as the outside ambient temperature. Soft
inhibitors may refer to active inhibitors in which the driver
has some control over, such as heated seats, A/C usage, and
the like. Hard inhibitors may typically be assigned a higher
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priority over soft inhibitors in the display priority scheme.
This may prevent displaying an active soft inhibitor to the
driver, which the driver subsequently removes through cor-
rective action, only to then be shown an active hard inhibitor
that the driver has no direct control over. The inhibitors may
bebinned into additional categories, besides just hard and soft
inhibitors, without departing from the scope of the present
application. For instance, an additional category of inhibitors
may include confirmation inhibitors. Confirmation inhibitors
may refer to active inhibitors which require driver action
(e.g., driver presence confirmation).

Accordingly, the display 64 may not only communicate the
status of the automatic start-stop system, but may also convey
the reasons preventing an auto-stop from occurring. If the
inhibitor displayed on the automatic start-stop display screen
70 is one that the driver has some control over, the driver may
be encouraged to take corrective action to remove the inhibi-
tor and increase the amount of time spent in the auto-stop
mode. As shown in FIGS. 2¢ and 2f, the display 64 may also
display pop-up alerts 80 relating to the automatic start-stop
system. The pop-up alerts 80 may appear automatically when
certain conditions require driver action to allow an engine
auto-stop or an engine restart to occur. In this regard, the
pop-up alerts 80 may appear on any information display
screen, not just the start-stop display screen 70. The pop-up
alerts 80 may be removed from the display 64 when the
indicated driver action has been completed.

As previously described, the user interface 50 may further
include a speaker 66 (FIG. 1) for communicating information
concerning the automatic start-stop system. To this end, the
content of the pop-up alerts 80 may be communicated to the
driver by voice. Additionally, the messages 78 displayed in
the message region 76 of the start-stop display screen 70 may
be voice communicated to the driver upon the driver’s
request.

FIG. 3 is a simplified, exemplary flow diagram illustrating
a method for controlling the automatic start-stop information
communicated by the user interface 50, in accordance with
one or more embodiments of the present application. Termi-
nal 302 provides an entry to the method. At step 304, the
controller 44 may determine whether the ignition switch 60 is
in an “ON” position, which may include an accessory posi-
tion or run/start positions. If the ignition switch 60 is not in an
ON position, the method may conclude at terminal 306. If the
ignition switch 60 is in an ON position, the method may
proceed to step 308. At step 308, the controller 44 may deter-
mine whether the engine 12 is running or auto-stopped. If the
engine 12 is not running, but it is also not in the auto-stop
mode (e.g., the ignition switch 60 is in the accessory posi-
tion), the method may proceed to step 310. At step 310, no
messages pertaining to the automatic start-stop system may
be communicated to the driver. On the other hand, if the
engine 12 is running or auto-stopped, the method may pro-
ceed to step 312.

At step 312, the controller 44 may determine whether the
vehicle propulsion conditions for an auto-stop event are sat-
isfied. For instance, the engine 12 will not be auto-stopped
when the vehicle 10 is in motion. Therefore, one vehicle
propulsion condition may be whether the vehicle speed is less
than a predetermined speed threshold. Some additional
vehicle propulsion conditions may include whether the brake
pedal is being pressed and/or whether the accelerator pedal is
not being pressed. Other vehicle propulsion conditions may
need to be satisfied, in addition to or in place of, the conditions
previously described depending upon the vehicle and/or sys-
tem requirements. If the vehicle propulsion conditions for
auto-stopping the engine 12 are not met, the user interface 50
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may communicate to the driver that the engine 12 is running
under normal operating conditions, as shown at step 314 and
depicted in FIG. 2d. When this occurs, the automatic start-
stop indicator may be in the fourth indicator state in which it
is not displayed or illuminate at all. If, however, the vehicle
propulsion conditions are met, the method may proceed to
step 316. At step 316, the controller 44 may determine
whether the automatic start-stop system is in operation. The
automatic start-stop system may go out of operation when a
system or operational fault occurs. The automatic start-stop
system may enter a fault mode for reasons other than a typical
auto-stop inhibitor. For example, the automatic start-stop sys-
tem may go out of operation or be otherwise unavailable when
the battery charge level is too low to support an automatic
restart via the integrated starter-generator 28. When a fault
mode such as this occurs, the user interface 50 may commu-
nicate to the driver that the automatic start-stop system is not
available, as provided at step 318. An example of this com-
munication is shown in FIG. 2e.

According to one or more embodiments of the present
application, when the automatic start-stop system goes out of
operation due to a system or operational fault, a manual
restart of the engine 12 may be required before the automatic
start-stop system can be operational again. Accordingly, the
controller 44 may determine whether a key cycle of the igni-
tion switch 60 (or similar action) has been completed at step
320. Ifakey cycle has not occurred, the user interface 50 may
continue to communicate to the driver that the automatic
stop-start system is not available, as provided at step 318. If
the ignition switch 60 has been cycled, the method may loop
back to step 304.

If, at step 316, the controller 44 determines that the auto-
matic start-stop system is in operation, it may then determine
whether the engine 12 is currently auto-stopped at step 322. If
the engine 12 is not auto-stopped, the controller 44 may then
determine whether there are any active inhibitors preventing
an auto-stop from occurring, as provided at step 324. If there
are no active inhibitors, the method returns to step 316 to
determine whether the automatic start-stop system has gone
out of operation. On the other hand, ifthe controller 44 detects
the existence of one or more active auto-stop inhibitors, the
method may proceed to step 326. At step 326, the controller
44 may identify the highest priority active inhibitor based on
the predetermined display priority scheme. Step 328 may be
skipped the first time through the loop when the engine 12 is
not auto-stopped, as illustrated by line 330. Correspondingly,
the method may proceed to step 332 where the highest prior-
ity active inhibitor is latched. At step 334, the user interface 50
may communicate to the driver that the engine 12 is on,
despite satistying the vehicle propulsion conditions for an
auto-stop event, due at least to the latched highest priority
active inhibitor.

With reference to FIG. 25, for example, the display 64 may
display a message 78 in the message region 76 of the start-
stop display screen 70 indicating that the engine 12 is on due
to the latched highest priority active inhibitor (e.g., excessive
heating/cooling). According to one or more embodiments, the
message 78 communicated at step 334 may be displayed until
the latched inhibitor is no longer present or a predetermined
minimum time period has elapsed, whichever is longer. The
check for whether the latched highest priority inhibitor is still
active may occur back at step 328 the next time through the
loop. For instance, when the currently latched inhibitor has
been removed and at least one other inhibitor is still present,
the new highest priority active inhibitor determined at step
326 may then be latched at step 332 and conveyed to the driver
at step 334. On the other hand, when the currently latched
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inhibitor is still active, it may continue to be displayed even if
a higher priority inhibitor becomes active in the meantime.
When the currently latched inhibitor has been removed and
no other auto-stop inhibitors are present, the message 78 may
continue to be displayed for at least the predetermined mini-
mum time period or until the engine 12 is confirmed auto-
stopped.

Returning to step 322, if the controller 44 determines that
the engine 12 is currently auto-stopped, the method may then
proceed to step 336 where a check to determine whether the
automatic start-stop system has gone out of operation may be
carried out. If during an auto-stop event, the automatic start-
stop system goes out of operation, the method may proceed to
step 338. When the automatic start-stop system goes out of
operation during an auto-stop event, the engine 12 may need
to be restarted manually. Accordingly, the user interface 50
may communicate to the driver that a manual engine restart is
required at step 338. FIG. 2¢ depicts an example of this
communication using the display 64. Because a manual
engine restart requires driver action, the notification at step
338 may be conveyed using a pop-up alert 80. As previously
described, automatic start-stop pop-up alerts 80 may appear
on any information display screen and not just the start-stop
display screen 70. Additionally, the automatic start-stop indi-
cator 68 may be displayed in the third indicator state, further
indicating that no automatic engine restart is available. Refer-
ring back to FIG. 3, at step 340, the controller 44 may deter-
mine whether a manual engine restart has occurred. If not, the
method may return to step 338 in which the user interface 50
continues to communicate to the driver that a manual engine
restart is required. If the engine 12 has been restarted manu-
ally by the driver, the method may return to step 304.

Returning to step 336, the method may proceed to step 342
if the automatic start-stop system remains in operation during
an auto-stop event. At step 342, the controller 44 may deter-
mine whether an automatic engine restart has been requested
(e.g., checks for the presence of a restart requestor). As pre-
viously described, restart requestors may be driver-induced
or system-induced. A driver-induced engine restart may
occur when the driver indicates a request for vehicle propul-
sion, such as by lifting a foot from the brake pedal and/or
applying a foot to the accelerator pedal. System-induced
engine restart requests may result from items, events or con-
ditions that cause the engine 12 to restart sooner than
expected or desired. Therefore, as stated previously, system-
induced restart requestors may be auto-stop inhibitors that
become active during an auto-stop event. Thus, system-in-
duced restart requesters may also be referred to as inhibitors.

If, during an auto-stop event, no driver-induced or system-
induced automatic engine restart has been requested, the
method may proceed to step 344. At step 344, user interface
50 may communicate to the driver that the engine 12 is
presently auto-stopped, as shown in FIG. 2a. As seen therein,
a message 78 may be displayed on the start-stop display
screen 70 in the message region 76 indicating that the engine
12 is auto-stopped. Correspondingly, the automatic start-stop
indicator 68 may be shown in the first indicator state. On the
other hand, if the system receives an automatic engine restart
request during an auto-stop event, the method may proceed to
step 346. At step 346, the controller 44 may determine
whether a certain driver action is required before the auto-
matic engine restart can occur. This may prevent the engine
12 from automatically restarting when the vehicle 10 is not in
aproper state to restart. For instance, in a vehicle 10 having a
manual transmission, it may be necessary for the driver to
press the brake pedal to confirm the driver’s presence or shift
to neutral so that the engine 12 does not auto-start when the
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vehicle 10 is in gear. If at step 346, the automatic engine
restart requires driver action, the user interface 50 may com-
municate the required action to the driver, as provided at step
348. An example of step 348 is illustrated in FIG. 2f. As seen
therein, a pop-up alert 80 may appear on the display 64
informing the driver of a driver restart action to be taken (e.g.,
press the brake pedal) in order to convene the automatic
engine restart. Additionally, the start-stop indicator 68 may be
displayed in the third indicator state to alert the driver to that
a driver confirmation action may be required.

If, at step 346, no driver restart action is necessary prior to
automatically restarting the engine, the method may proceed
to step 350. Step 350 may be similar to step 326. At step 350,
the controller 44 may determine the highest priority restart
requestor/inhibitor causing the engine 12 to exit the auto-stop
mode. If more than one system-induced restart requestor
becomes active during an auto-stop event, the single highest
priority restart requestor may be selected based upon the
display priority scheme. At step 352, the user interface 50
may communicate the highest priority restart requestor to the
driver for a predetermined minimum time period. Thus, FIG.
2b may also illustrate an example of step 352. As shown, the
highest priority restart requestor/active inhibitor may be the
result of excessive climate control usage. Therefore, the mes-
sage region 76 ofthe start-stop display screen 70 may indicate
that the engine 12 is on due to heating or cooling. Correspond-
ingly, the automatic start-stop indicator 68 may be displayed
in the second indicator state. In this manner, the driver may be
provided information that can assist the driver in moditying
vehicle driving or operating behavior to increase the amount
of'time spent auto-stopped, thereby improving fuel economy.
Ifthe restart requestor was driver-induced, such as a request to
propel the vehicle, then at step 352 the user interface may
communicate the restart requestor as “Engine On—Normal
Operation,” or a similar variant, as illustrated in FIG. 2d.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the invention. Rather, the words used in the specifi-
cation are words of description rather than limitation, and it is
understood that various changes may be made without depart-
ing from the spirit and scope of the invention. Additionally,
the features of various implementing embodiments may be
combined to form further embodiments of the invention.

What is claimed is:

1. A system comprising:

a controller configured to receive input indicative of
vehicle propulsion conditions and a presence of one or
more auto-stop inhibitors; and

an interface, in communication with the controller, config-
ured to output a message identifying at least one of the
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inhibitors, when vehicle propulsion conditions for an
auto-stop event are satisfied, according to a priority
scheme at least partially based on whether a driver has at
least partial control over an inhibitor, the interface
including a display having a selectable automatic start-
stop display screen that displays the message identifying
the at least one inhibitor;

wherein the controller is further configured to receive input
indicating a restart action is required to restart an engine
and the display is configured to display a pop-up alert
conveying the required restart action, wherein the pop-
up alert is displayed on any one of a number of selectable
information display screens.

2. The system of claim 1, wherein the display further
includes an automatic start-stop indicator that is displayed in
one of a plurality of indicator states based on a status of an
automatic start-stop system.

3. The system of claim 1, wherein the controller latches a
current highest priority inhibitor according to the priority
scheme to establish a latched inhibitor and the display dis-
plays the message identifying the latched inhibitor.

4. The system of claim 3, wherein the latched inhibitor
remains latched for as long as it is active despite a higher
priority inhibitor subsequently becoming active.

5. A method comprising:

receiving input indicating an engine is currently auto-
stopped and an engine restart is being requested;

identifying a restart action required by a driver to restart the
engine; and

outputting a message corresponding to the restart action.

6. The method of claim 5, wherein outputting a message
corresponding to the restart action includes displaying the
message on a display.

7. The method of claim 6, wherein the message is a pop-up
alert that is displayed on one of a number of selectable infor-
mation display screens.

8. The method of claim 5, wherein the engine restart
request is in response to a request for vehicle propulsion.

9. The method of claim 8, wherein the message corre-
sponding to the restart action includes instructions to operate
a pedal before the engine is automatically restarted.

10. The method of claim 8, wherein the message corre-
sponding to the restart action includes instructions to select a
particular gear before the engine is automatically restarted.
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